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Particle parameters are important in the optimization of plasma and 
flame spray processes that involve fine powders. Such processes include 
plasma and flame spraying, spheroidizing, and chemical processes in which 
the material is introduced in the form of fine powders or the final 
product is in the form of a fine powder, e.g. plasma synthesis of 
ceramics. To fully characterize the particle flow field, it is necessary 
to measure the particle size, velocity, and number density. In many 
cases, it is necessary to measure simultaneously several parameters that 
are strongly coupled such as particle size and temperature, or size and 
velocity. In this paper we will describe a laser based measurement 
technique for simultaneously obtaining the in-flight size, velocity, and 
temperature of small particles entrained in a flow field. 
Particle size is determined from the absolute magnitude of scattered 
laser light, particle temperature is determined from a two-color 
pyrometer technique, and a dual crossed-beam laser Doppler velocimeter 
(LDV) technique is used to measure velocity. A multi-line Ar ion laser 
is used as the light source for velocity and s~z~ng. The LDV measurement 
volume, consisting of the intersection of two 514 nm beams, is situated 
in the center of the larger diameter 488 nm laser beam. The intArsection 
of the LDV measurement volume and the second beam comprises the particle 
size measurement volume. Simultaneously the light emitted by the hot, 
incandescent particle in two wavelength bands is observed; the particle 
tempe3ature is derived from these two signals. The spatial resolution of 
<1 mm is such that distribution of particle size, velocity, and 
temperature can be mapped over an entire flow field. Typical data on a 
plasma spray system are presented. 
PREVIOUS WORK 
Particle size measurement techniques have been developed by many 
researchers. A variety of reviews have been published in the literature, 
for example, Hirleman (1) on laser-based single-particle counters and 
Durst (2) on combined measurement of particle size and velocity by a 
laser Doppler technique. The most popular technique, and one which 
avoids the ambiguities of the Doppler technique for widely varying 
particle sizes, is the measurement of the absolute magnitude of light 
1005 
scattered by a particle [3-5). If the light collection geometry is 
correctly chosen, then a mono tonic relationship between scattered 
intensity and particle diameter exists. Two common geometries are near 
forward scattering [3) and 90· scattering [5). 
The difficulty in applying the technique on a particle by particle 
basis lies in the so-called trajectory ambiguity. That is, a large 
particle crossing the edge of the control volume is confused with a 
smaller particle having a more median trajectory. Because of this 
ambiguity it is impossible to assign each signal a corresponding size, 
only the particle scattering probability density function may be 
obtained. If the assumption of trajectory equi-probability is made, then 
the particle size distribution may be obtained by a mathematical 
inversion scheme [3). The necessity for inversion can be avoided by only 
recording signals from particles localized near the center of a gaussian 
laser beam [4) of a top-hat beam [6). A typical technique is to locate a 
laser Doppler velocimeter measurement volume in the center of the sizing 
beam and to record size data upon observance of a valid Doppler burst. 
A number of researchers have investigated techniques of obtaining 
in-flight temperature information on small particles. Gurevich and 
Shteinberg [7) described a two-color technique for measuring the 
temperature of burning droplets of liquid fuel. Later Kruszewska and 
Lesinski [8) reported the first application of an absolute radiance 
technique to the measurement of single-particle temperature in a plasma 
torch. The sampIe volume consisted of a chord through plasma. The 
technique was further developed by Vardelle et al. [9) and extended to a 
two-color technique by Mihsin et al. [10). In related work, Jorgensen 
and Zuiderwyk [11) investigated a similar technique applied to individual 
combusting particles. Vardelle et al. [12) overcame the limitations of 
the chordal measurement by developing a coincidence technique. In this 
technique the plasma is viewed by two optical systems,located at 90· 
to each other. Each system with its aperture forms a region in space 
where a particle, when present, will produce a signal in a detector. 
This intersection of these two regions forms a localized measurement 
volume. Recently an in-flight coincidence technique which integrates a 
particle temperature measure with the measurement of particle size has 
been demonstrated (13). This technique uses a two-color pyrometric 
technique to determine temperature and the absolute magnitude of forward 
scattered laser light to determine particle size. 
DESCRIPTION OF HARDWARE 
Schematics of the optics appear in Figs. 1 and 2. The beam 
launching optics, Fig. 1, consist of two Brewster angle dispersing prisms 
which separate the individual colors in a multi-line 6 Wargon ion laser 
beam. The blue 4880 Ä beam is routed, via a 1500 mm focal length 
lens, and aperture/beam stop, to the measurement volume by aseries of 
mirrors. The green 5145 Ä beam is routed to the laser Doppler 
velocimeter optics. These optics consist of a polarization rotator, a 
beam splitter, a beam displacer to give the proper spacing for entry into 
a beam expanding telescope, and a 600 mm focal length focusing lens. The 
system is aligned in such a way that the LDV measurement volume 
(0.39 x 22 mm) is located in the center of the large (2 mm) blue sizing 
beam, Fig. 1. The effective length of the LDV measurement volume is 
further shortened to -1 mm by the aperture Pl in the receiving optics. 
The localization of the LDV measurement volume in the center of the 
s~z~ng beam and the requirement of coincidence between a particle size 
signal and Doppler burst avoids trajectory ambiguity problems. 
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Fig. 1. Schematic of beam launehing optics and measurement volume 
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Fig. 2. Schematic of receiving optics. 
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The rece1v1ng optics are shown schematica11y in Fig. 2. Lens L1 
(f = 350 mm) is p1aced one foca1 1ength away from the measurement 
volume. Lens L2 (f = 250 mm) forms the demagnified (1:0.71) image of 
the measurement volume on a 0.75 mm aperture, P1 . The image of P1 is 
transferred to the faces of detectors 1 through 4 by 1ens L3 . A 
dichroic beam splitter (DBS) passes the light from the green and b1ue 
ve10cimetry and sizing beams and ref1ects the longer wave1ength portion 
of the spectrum into the partic1e temperature detectors D3 and D4 
through band pass filters. The filters used for pyrometry are 400 Ä 
FWHM centered at 5500 Ä and 8000 Ä, respective1y. The detectors 
used are RCA C31034 with GaAs photocathodes. The light passed by the 
dichroic enters the partic1e sizing and ve10cimetry detectors through 
laser 1ine filters, 10 Ä FWHM centered, at 4880 Ä and 5145 Ä, 
respective1y. 
Whi1e absolute radiance techniques have inherent1y sma11er 
measurement uncertainties than two-co1or techniques, know1edge of the 
partic1e size and emissivity is required. The absolute radiance 
techniques also suffer from a trajectory ambiguity problem. That is, a 
sma11 partic1e centered on the measurement volume may give the same 
signal as a 1arge partic1e on the edge of the measurement volume. 
Additiona11y, in a system in which vaporization is taking p1ace the 
partic1e size is continua11y changing. The two-co1or technique avoids 
this ambiguity by using a common aperture and taking the ratio of signals 
in each of two wave1ength ranges. This ratio is a function of the 
relative sensitivities of the two detector systems, the ratio of surface 
emissivities, and the partic1e temperature. 
The current pulse emitted by the photomultipliers upon observation 
of a partic1e is converted to a vo1tage pulse by 50 0 input, DC, 
150 MHz response, pulse amp1ifiers. Additional e1ectronics are shown in 
Fig. 3. A TSI Model 1980 counter type signal processor is used to derive 
velocity data from individual Doppler bursts. The data-ready pulse gates 
a programmab1e c10ck (LeCroy 8501) which then contro1s four DSP 
Model 2824 digitizers. A DSP TRAQI Model 4012A system controller and 
128K Model 5200 memodu1e comp1ete the data recording system. Once the 
programmab1e c10ck is triggered a predetermined number of samp1es 
(generally twenty) are recorded by the individual digitizers. The samp1e 
rate is set according to the general characteristics of the wave forms 
generated by the passage of each individual partic1e. After acquisition 
of a predetermined number of partic1e waveforms, the data are transferred 
to a microcomputer for subsequent processing. The dynamic range of the 
particle size measurement is extended by the use of a home-bui1t log 
amp1ifier circuit. This circuit provides approximate1y three decades of 
usab1e range. 
CALIBRATION AND MEASUREMENT UNCERTAINTY 
Ca1ibration of the pyrometer system was performed using a tungsten 
ribbon 1amp placed behind a chopper rotating at constant speed. The 
temperature of the tungsten ribbon was determined by a disappearing wire 
pyrometer. Using the calibration data, the constants A and B in 
Equation (1) were determined by a nonlinear curve fitting procedure, 
where R is the ratio of vo1tages from the two pyrometer channe1s, and 
f2/f1 is the ratio of emissivities: 
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Fig. 3. Schematic of analog electronics and digital data acquisition. 
The uncertainties in the determination of temperature arise from 
uncertainties in the coefficients A and B, the ratio of emissivities, and 
random fluctuations in the ratio of voltages, R. The propagation of 
these uncertainties into the determination of temperature may be 
estimated in the usual manner [14]. The resulting expression is: 
M 2 1/2 
+ A) ) 
The random error in R is evaluated from the calibration data and 
results in an uncertainty of 42 K. The uncertainties in the coefficients 
A and Bare estimated from the statistics of the curve fit and are 3% and 
8 . 1% respectively. The error due to the assumption of a gray body is 2% 
or less. This leads to an estimated one standard deviation uncertainty 
in temperature of 125 K at 2500 K. The major source of this uncertainty 
is random fluctuations and long-term drift in the photomultipliers. 
Calibration of the particle size measurement system is performed 
against a Berglund-Liu vibrating orifice aerosol generator and against 
pa'rticles which have been sieved into narrow size cuts. A typical 
calibration curve appears in Fig. 4 and a typical particle size histogram 
appears in Fig. 5 for 66 ~m particles. Also shown in Fig. 5 are 83.2 
and 95 ~m particles formed by agglomeration of two and three 
particles. 
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Fig. 4. Typical particle size 
calibration curve. 
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Fig. 5. Typical particle size 
calibration data using 
Berglund Liu vibrating 
orifice , principal particle 
size is 66 }.Lm . 
A representative sampie of typical results will be presented. 
Fig. 6 is a comparison of centerline particle temperatures for 40 and 
70 }.Lm particles in a plasma spray torch. As expected, the smaller 
mean diameter particles are slightly hotter ' upon exiting the torch and 
cool morerapidly . A three-dimensional distribution of particle size and 
temperature appears in Fig. 7, illustrating the ability to 
cross-correlate size and temperature data. For the conditions tested, it 
is apparent that no simple functional relationship exists between 
particle size and temperature . It does, however, appear than the larger 
particles have a narrower temperature distribution that the smaller 
particles anda slightly lower mean temperature. 
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particle temperatures. 
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Fig. 7. Distribution of particle 
size and temperature. 
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